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Agenda 

ÅProject History / Project Development Process 

ÅTraffic Modeling 

ÅAlternatives Development 

o I-93 Corridor 

o I-89/I-93 

o Exit 12 

o Exit 13 

o Exit 14/15 

ÅNext Steps 

ÅQuestions and Answers 



Project 

History/ 

Project 

Development 

Process 

Part A ï Planning  (2002 - 2008) 

Å  Problem & Goal Statements 

Å  Range of Reasonable Alternatives 

Å  Determine Level of Environmental Document 

Å  Prepare Summary/Classification Report 
 

Red List Bridges (2008 - 2016) 

Å  Exit 14 Rehabilitation 

Å  I-93 over I-89 Replacement 

Å  Exit 12 Replacement 

Part B ï Scoping (2013 - 2017) 

Å  Select Preferred Alternative 

Å  Environmental Documentation (EA) 

Å  Public Hearing 
 



Traffic Modeling 



Traffic Modeling 

 

Regional Model 

ωInputs 

ωProcess Overview 

ωFuture Year Projections 

ωTransCAD (Caliper) 



Traffic Modeling 

 

Microsimulation Model 

ωInputs 

ωProcess Overview 

ωFuture Year Projections 

ωAlternatives Testing  

ωTransModeler (Caliper) 



Microsimulation Model ï Details 
Å Traffic Analysis Zones 

ï TAZs built from census blocks 

ï Overlap with regional model zones 

ï Includes some additional detail 

ï Traffic generated by OD matrix ς 
informed by land use. 

Å Road Network 

ï Links 

ÅDirection of Travel 

ÅSpeed 

ÅClass 

Å Lane Geometries 

Å Storage lengths 

ÅMerge areas 

ï Intersections 
ÅControl Types 

Å Signal Timings 

Å TOD Plans 

ÅCoordination 
 

 



Alternatives Development 



Alternatives Development 

I-89 Area 

Exit 12 

Exit 13 

Exit 14/15 




